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FORNO INCENERITORE - CEN-1

INCINERATOR - CEN-1

IT

Ultimo nato della nostra famiglia di forni e macchinari per 
il settore orafo, questo forno elettrico industriale di facile 
utilizzo e con bassi costi d’esercizio: è l’ideale per incenerire 
quantitativi contenuti di residui di lavorazione come indumenti 
da lavoro, stracci, filtri, sfridi di carta, cordame,  etc.

La camera di combustione è in acciaio 310S.

I colori sono nero e arancione, i colori tradizionali dei forni per 
ricottura e da indurimento che realizziamo.
L’ingombro esterno è di cm127 x 126 x 183 cm., all’interno c’è 
una camera di combustione di 52 x 77 x 52  cm . Il peso del 
forno è di 596 kg. 

Basta inserire il materiale, chiudere il forno e accendere, 
selezionando il funzionamento in manuale o in automatico 
mediante il programmatore Proface. La combustione può 
essere osservata e monitorata attraverso un apposito oblò 
fissato al portellone. 

Attraverso delle aperture circolari sul fondo della camera, la 
cenere cade in un raccoglitore-cassetto di facile estrazione.
Con una potenza di 10 kW, sviluppa una temperatura di 
esercizio max. 700-800°C che si raggiunge in 3 ore (modalità 
manuale) o 4-5 ore (modalità automatico). 

EN

The latest addition to our family of furnaces and machinery 
for the gold industry, this industrial electric furnace is easy to 
use and offers low operating costs. It is ideal for incinerating 
small quantities of processing waste such as work clothing, 
rags, filters, paper scraps, ropes, etc.
 
The burning chamber is made of 310S steel.

The colors are black and orange, the traditional colors of the 
annealing and hardening furnaces we manufacture.

The external dimensions are 127 x 126 x 183 cm, while the 
internal burning chamber measures 52 x 77 x 52 cm. The 
furnace weighs 596 kg.

Just put the material in, close the furnace, and turn it on, 
selecting manual or automatic mode using the Proface 
programmer. Combustion can be observed and monitored 
through a special viewing window attached to the door. 
Through circular openings at the bottom of the chamber, the 
ash falls into an easily removable collecting-drawer.

With a power of 10 kW, it reaches a maximum operating 
temperature of 700-800°C in 3 hours (manual mode) or 4-5 
hours (automatic mode).

FORNO INCENERITORE - CEN-1

INCINERATOR - CEN-1

MODELLO
MODEL

DIMENSIONI in mm
DIMENSIONS in mm

POTENZA
POWER

PESO
WEIGHT

  A             B            H Kw Kg

CEN-1

Forno
Furnace

1270   x    1260   x  1830 10 596

Camera di combustione
Combustion chamber

520    x     770   x     520 / /

Tutti i forni sono coperti da garanzia Italia 1 anno
Italia 1-year warranty on all furnaces.


